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KSC D20 partial height COP

Ivory Black

Horizon Blue

Almond Green

Amber Red

Snow White

Cherry Blossom

SOLID COLORS

HIGHLIGHT COLOR

Anthracite Black

Evergreen

Saphire Blue

RASTER PATTERN

 MOSAIC PATTERN

Sand Beige

This partial height series is suitable for low- to mid-rise buildings. 

The KSC D20 is made of glossy, durable polycarbonate 
and has the following key features:
n  Several faceplate colors and designs, including raster 
 and mosaic patterns
n  Curved aluminum frames in metallic mirror and satin fi nishes
n  Matching solid color landing signalization devices

Mist Green

Anthracite Black

Evergreen

Saphire Blue

Silver Grey

Snow White
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Ivory Black

KSC D40 full height COP

SOLID COLORS ORIGAMI PATTERN

This full height series is 
designed for medium to high-
rise buildings to accommodate 
the larger number of fl oor 
buttons required. 

The KSC D40 is made of glossy, 
durable polycarbonate and has 
the following key features:
n  Several faceplate colors and  
 designs, including origami  
 patterns
n  Floor to ceiling length   
 aluminum frames in glossy  
 and matt fi nishes
n  Matching solid color landing  
 signalization devices

Amber Red

Charcoal Grey

Saphire Blue

Anthracite Black

Almond Green

Horizon Blue

Snow White

EvergreenEvergreen
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Buttons and pressel options for COPs

Optional braille tag 
mounted next to 
the button.

Flush marking with 
mirror stainless steel 
fi nish.

Relief marking with 
brushed stainless 
steel fi nish (EN81-70 
compliant).

Relief marking with 
braille. Mirror stainless 
steel fi nish.

Relief marking with 
braille. Brushed 
stainless steel fi nish.

Green exit fl oor button 
(EN81-70 compliant).

Signalization buttons are available with an amber, 
white or blue acceptance light.

Landing devices

Amber Red Ivory BlackSnow White Horizon BlueAlmond Green

Landing call stations and hall lanterns/indicators are 
surface mounted and available in fi ve solid colors to 
match the car interior or even to color code the building 
fl oors.

Displays

Scrolling dot matrix colors:
Amber
White
Blue

Seven segment color:
Amber

Dot matrix colors:
Amber
White

Uncluttered, frameless numerical displays, including a scrolling 
dot matrix option, completes the COP’s sleek look.

Frames

The KONE Design signalization’s 
frames are available with a metallic 
mirror or satin fi nish.

Metallic mirror Satin



10 11

Hall lantern

Buttons for landing devices

Hall lantern indicators

Landing call stations

233

C
H

Full height
KSC D41, KSC D42, KSC D43

Relief marking with 
brushed stainless 
steel finish (EN81-70 
compliant).

Flush marking with 
mirror stainless 
steel finishing.

The KONE Design signalization landing buttons  
are surface mounted. Buttons are available with  
an amber, white or blue acceptance light.

NOTE: Landing signalization devices can be surface mounted  
on the door frame or wall. The frame material is plastic with metallic  
mirror or satin finish.

Signalization specifications

10

Car operating panels
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Partial height
KSC D21, KSC D22, KSC D23

EN81-70 compliant option: 
Max 21 floor buttons. 
Over 21 floors, two COPs 
needed.

EN81-70 compliant option: 
Max 28 floor buttons. 
Over 28 floors, two COPs 
needed.
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KSL D20

KSL D40

KSH D20

KSI D42

KSI D41 Horizontal (7-segment) 
KSI D42 Horizontal or vertical  
(dot-matrix)
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All dimensions are shown in millimeters.




